
CR5 Series
Combination Laser Receiver

Specifications subject to change without notice. www.caroneast.com

Features:
•  Rugged & durable 100% waterproof 

housing
• Bright LED’s with green on-grade
• Strobe light rejection
• Adjustable volume control
• 240° angular reception
• 5” laser capture height (127mm)
• 3 accuracy settings
• Reception Range: 1,000’ (300 m)
• Display Channels: 7
• Battery Life: Normal 180 hrs
• Warranty: 2 years

The World’s Most Versatile 
Premium Laser Receiver. 
The CR5 combination receiver is 
designed for all rotating lasers and 
can be hand-held, rod-mounted, or 
magnetically attached to your machine, 
making it the most versatile laser 
receiver in the industry. 

CR5
Laser Receiver



CR5/CR5-WD5/CR5-RD
Machine Control Receivers
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Enjoy the convenience of wireless technology 
- now available for the CR5 Receiver. Because 
it’s wireless, the setup is easy, with no cables 
to worry about. 

Features:
• Cable-Free Flexibility
• 100 ft. (30 m) Working Range
• Low Battery Indicator  
• In cab audio

Ideal for situations where the receiver is out 
of sight of the operator, such as trenchers, 
scrapers and excavators.

CR5-RD
Wired Remote

CR5-WD5
Laser Receiver with Wireless Remote




